
Door remains 
fixed shut

Proposed cycle racks. To 
be plate fixed to avoid 
deep root fixing and 
potential disturbance to 
RPZ.

Existing grave stones to 
be adjusted if required to 

suit adjacent surface 
levels.

Chancel

Pulpit

Reredos 
and altar 
to 
remain

Organ 
repositioned

Font

New electric cupboard doors 
and replace top doors with 
MDF and magnetic catches.

Teapoint/sink with 
hotwater boiler. 
Howdens kitchen.

Demolish existing cupboards 
and build new cupboards in the 
same location.

Prayer room

Boiler cupboard and doors

Provide oak framed secondary glazing. 

Store

Peace garden

New wheelchair 
friendy gravel

Proposed bin 
store with 
timber screen

Refurbish floor

Unmarked

TV

TV

New Crittal Windows

New Crittal Windows. 

New Crittal Windows

Lockers

WC
1013

WC
1014

Office Space
1015

Garden Room
1012

1007

1008

Raise floor 
level

Glazed 
side 
screens

Branch path for cyclists. 
Remove grave surround and 
store

Glazed screen into existing 
door opening. Half height 
TBC.

Rotate existing 
grave

Photocopier

New steps 

Stone platform and steps with 
w/m PPC handrail (Black)

Earth banked up both sides 
of ramp

PPC aluminium 
handrail both sides of 

steps on stone 
upstands

New Pennant stone 
and block cavity 
walls

New stone and 
block cavity walls

Existing door retained 
and re-decorated

Grace Room

1009

Lockable sliding 
door and steps up. 
from garden room.

Grave stones relocated to 
allign with building

Proposed 
AV 
connection

75430

75430

New air curtain

New service trench for 
heating, electrics and 
plumbing typically in depth 
of built up floor 190mm 
deep and 500mm wide.

Rehang door to open 
into Chancel

74940

Existing drainage 
trench to remain

1 

75390

74940

Existing door 
refurbished and  
moved here. Not 
lockable.

Baby change

CAP Carpet tiles

Carpet tiles

Carpet tiles

Access control ADT 
with failsafe open

Remove emergency bar. 
Repair panel on door and 
redecorate. Lockable. 
Door handle on door to be 
taken from existing  door

Film on some of the 
window panels

Safe resin fixed

Wood flooring

Carpet tiles

Altar to relocate to 
Prayer Room

Filing cabinet and 
bookcase

Handrails 
relocated

Spur outlets for 
future handdryer

New lockable doors

Bell pull to ground floor with 
Quelfire collar

Fold up desk 
space

Fold up desk space with 
mdf panels on hinges

W01 - 3

W03 - 2

W03 - 1

W01 - 2W02 - 1

W01 - 1

W04 - 1W04 - 2

W05W05

D03

D02

D04

D07

D06

D15

D10 - 2
D14 -01

D05

D16

D19

Beam

Beam

Beam

Beam

Lighting 
control 
same as 
AV desk, 
location 
TBC

New suspended 
ceiling (see structural 
information)

Relocate 
floor 
socket

Shelving by 
client

New walls shaded 
grey

Desk by 
client

Existing buttress

Wheelchair refuge 
1100mmx900mm

D17Office
1017

3 x new double cupboard 
doors, FD30S/KLS

Existing 
downpipe

1200

Move headstones to wall

W15

W14

75430

Remove old 
stone steps and 
concrete landing

New goal post frame 
(see structural 
engineer's drawings)

Retain channel drain and extend

New tar and chip gravel and concrete kerb

Retarmac this area

New boiler flue

CLNR Sink

Trench 
heating 
232mm wide 
by 200 deep

700

Fold up desk 
space

D14 -03 W13

D28

D29

D30

Retain existing walls

74940

74940 74940

Floor boards removed from 
existing floor. 20mm levelled 
sand cement blinding with 1200 
gauge DPM with 75mm rigid 
insulation with secondary 1200 
gauge DPM and 75mm 
screed/UFH.

Retain existing concrete floor 
with 1200 gauge DPM with 
75mm rigid insulation with 
secondary 1200 gauge DPM 
and 75mm screed/UFH.

Build up 100mm concrete slab 
on 1200 gauge DPM with 
75mm rigid insulation with 
secondary 1200 gauge DPM 
and 75mm screed.
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D14- 02
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1100 1100

3280

350

350

2
0
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Hall
1011

South Entrance
1010

1000

FD30S S/C door 

D31

Piano hinge

Trunking

35mm laminated 
worktop

Shoot bolts in worktop

75x75 softwood timber

50x25 softwood timber 
painted fixed to wall

Timber skirting

Hinged mdf timber panels

New 40mm 
W20 Crittal 
windows

New ramp line beyond
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This drawing and design is for use solely in connection with the 
project described below. The drawing and design is the copyright 
of MEB Design and must not be reissued, loaned or copied 
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All dimensions and setting out to be checked on site before 
construction. Do not scale from the drawing.

The drawing is to be read in conjunction with all other information 
relevant to the project. Any apparent discrepancy is to be brought 
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1643 - C - 404 - 02

A 16/11/17 Existing trench shown in red

B 20/11/17 New floor build-ups labelled. Retain some existing
walls.

C 22/11/17 Floor build-ups adjusted as discussed.

D 27/11/17 Door D14-02 moved and modified. Setting out
dimensions added.

E 19/01/18 Phasing added
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Proposed Ground Floor

Note: All new windows to be 
Crittal double glazed

 1 : 20

Detail of fold-up desk

 1 : 50

Detail where gravestones are being raised
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